
DP2061T-ISOKIT
[10 pack] Aritech 2000 Series addressable multisensor fire detector with isolator base

Detalles

Optical enhanced by heat, smoke detector

Short circuit isolator included

Full diagnostic self testing

Five independently controlled modes of operation: • Multisensor with 2

selectable smoke sensitivities • Dual sensor (independent optical and

A2R heat) • Optical sensor only (EN54-7 approved) • Heat sensor only

(A2R - 60°C with rate-of-rise)

Enhanced digital communication protocol

Remote signaling capabilities

Easy numeric addressing (1-128) for fast and fault free installation

Field exchangeable optical chamber for easy on-site maintenance

General

The DP2061N-ISOKIT pairs the popular 2000 series protocol

addressable multisensor detector with an isolator base.The multi-

sensor combines the smoke sensitivity of an optical smoke detector

with the enhancement of heat sensing. Being able to operate in 5

dynamically changeable modes, the DP2061T can operate as an

optical smoke detector enhanced by heat detection (with two different

smoke sensitivities), as a dual smoke and A2R heat detector – each

sensor operating independently, as an optical detector only (EN54-7

certified), or as a A2R heat detector only.

The short circuit isolator incorporated in the base protects the integrity

of the addressable loop in the case of an overload or short-circuit on

part of the loop.

Multimode operation

The five modes may be controlled by day/night mode operation for

each sensor. The detector may, for example, operate as a heat

detector during the day in an occupied building, and at high sensitivity

of smoke with heat at night when the building is not occupied. Each

sensor may be controlled independently.

Loop Isolation

The DB2016 isolator base senses and isolates overload and short

circuit faults on a 2000 series fire detector loop. A yellow LED on the

device indicates an isolation condition. 

In the event of a single short circuit, the detector connected to the

DB2016 continues to operate normally. The the entire loop circuit is

not lost as only the effected part of the loop between two isolators are

removed (isolated) from the circuit.

Maintenance friendly

The DP2061T multi-sensor has all the maintenance features of the

2000 series detectors. It features the field replaceable optical block,

allowing the cleaning of the optical chamber on site without the need

for recalibration. A self-test feature as well as drift compensation and

contamination warning is provided when used with compatible Aritech

fire panels.

State of the art communication

An enhanced protocol ensures the overall integrity and error-free

operation of the system, without compromising speed. The 2000 series

protocol provides features such as CRC error checking and multiple

bus cycle codes to enable advanced features of the panel to detector

communication.
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[10 pack] Aritech 2000 Series addressable multisensor fire detector with isolator base

Especificaciones técnicas

General
Indicación de estado Dual red alarm LED, isolated yellow LED
Compatibilidad Aritech 2000 series systems
Alarm levels 5
Conectividad 2000 Series detector bases
Método de
direccionamiento

Rotary switch

Eléctrico
Tipo de fuente de
alimentación

Alimentado por bucle

Operating voltage 17 to 28 VDC
Consumo de corriente 380 µA (quiescent at 24 VDC)

4 mA (alarm at 24 VDC)
<2 mA (isolated)

No. de nucleos de cable 2
Terminales 5

Detección
Principio de detección Optical light scatter and/or heat
Supervisión Alarm threshold, Contamination level, Short

circuit
Sensibilidad Configurable
Área de cobertura <80 m²
Tasa de aumento Class A2 compliant

Salida
Cantidad de salidas 1
Ratio y tipo de salida Remote indicator
Programable No
Salida de alarma remota 4 mA

Aislamiento
Tipo Salto de línea negativo
Voltaje de aislamiento 14 V
Voltaje de reconexión 14,5 V
Corriente de
conmutación

800 mA (max))

Resistencia en serie 0.1Ω

Físico
Physical dimensions 100 x 63 mm (Ø x H)
Peso neto 164 g
Colour Blanco nuboso (RAL 9001)
Mounting type Montaje en el techo
Entradas de cable 1
Material (caja) Plástico

Medioambiental
Vandal proof No
Temperatura de
funcionamiento

-10 to +50°C

Temperatura de
almacenamiento

-10 to +70°C

Temperatura ambiente +25°C
Relative humidity 10 to 95% noncondensing
Entorno Interior
Clasificación IP IP23

Regulador
Compliancy CE, REACH, RoHS 2, WEEE
Certification CPR
Normativas EN54-7, EN54-17

Productos compatibles
Categoría Referencia Descripción
Dispositivo de
detección

DP2CAP-ICT (10 PACK) 2000/700 SERIES INSECT
PROTECTION CAP

Dispositivo de
notificación

AI672 Piloto indicador de acción convencional
para detectores de incendio de las
series Dx700/Dx2000..

Dispositivo de
notificación

AI673 Piloto indicador de acción acústico
convencional para detectores de
incendio de las series Dx700/Dx2000.

Como empresa innovadora, Carrier Fire & Security se reserva el derecho de modificar las

especificaciones de los productos sin previo aviso. Para conocer las últimas especificaciones de los

productos, visite la Web de es.firesecurityproducts.com o póngase en contacto con su comercial.
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